MATPA 2015 Rules
Gas Tractor
(Single Engine Modified Tractor)
6800lb Weight Class

1. Modified tractors are those using any combination of engine(s), transmission(s), and final drive
2. No portion of the tractor may exceed 14’ forward of the center of the rear wheel.
3. CHASSIS – Modified tractors that have the frame bolted to the transmission shall also have the frame
bolted to the axle housing to prevent splitting of tractor. The frame must be of sufficient strength that
even when the bolts from the plate of the transmission or rear end are removed, the frame still supports
the weight of the tractor in the heaviest class being entered
4. SHEILDING
A. Drive shaft is to be shielded and have containment shields or loops
B. All engines must be shielded from bottom of head to bottom of crank throw.
C. Automatic transmissions must be shielded with approved scatter shields
D. Fans must be shrouded and have containment shields or loops.
E. Must have S.F.I. balancer or ¼” steel
5. TIRES
A. Tires no more than 30.5” wide.
B. Rim diameter limited to 32” on tire widths over 24.5”. Note: Width determined by manufacturer size.
C. No dual tires allowed
D. All cut tires allowed
6. ENGINE LIMIT
A. Automotive -type cast iron block.
B. Cast iron or aluminum heads. One (1) spark plug per cylinder. Two (2) valves per cylinder.
C. Eight (8) cylinder maximum.

D. Any intakes allowed.
E. Two (2) four-barrel carburetors maximum or fuel injection. Naturally aspirated; no blowers
7. SAFETY
A. All pullers must wear a fire suit and helmet
B. Tractors must be equipped with a neutral or park safety switch.
C. Tractors must have a kill switch compatible with sled hook up, which will shut down the engine when
activated.
D. All throttles must work in a forward direction and be equipped with a spring return to idle
E. A neutral safety light shall be on the back of the tractor such that the person hooking to the sled can
see the light
F. Tractors must have fenders
8. FUEL
A. Only gas or alcohol fuels allowed. No nitrous allowed
B. Tractors can add 5 gallons of fuel at any time
9. HITCHING POINTS
A. All tractors must have hitching points located behind rear-end housing, and of sufficient strength as
indicated by judge. Hitch must be flat, stationary and rigid in all directions. The hitching point must be
assessable for hooking by a person standing on the transfer sled and the hook must be inserted from the
top.
B. Maximum height of hitching point shall not exceed 20 inches
C. All hitches must have a minimum inside diameter 3“, a maximum of 3½” and be made of material
with a minimum cross section of 3/4 (0.75) inches.
D. All hitching points will be measured at the scales and may not be altered anytime thereafter. To do so
will result in disqualification
10. SAFETY BARS AND BRAKES
A. All tractors must be equipped with working brakes
B. All tractors must be equipped with wheelie bars
C. Wheelie bars must be made of 3 inch channel iron or its equivalent at a minimum and must be able to
support the weight of the tractor when tested by a judge

D. Bars must be rigid and stationary and equipped with stationary (25 sq. inch) safety pads on the ends
E . Bars must extend from the middle of the rear axle and past the rear tires and be no more than 10
inches from the highest point of the pad to the ground
F. Certified roll cage with driver restraints encouraged but not mandatory
11. GENERAL RULES
A. Contestants have seventy-five (75) feet to decide on change of gears or move weights (only one
restart per hook). Restart is permitted in a pull-off. Each competitor has 3 minutes from time of sled set
to hook to the sled and be prepared to pull.
B. No consumption of alcoholic beverages in the track or pit area. Anyone believed to be a potential
safety hazard will be barred. Failure to observe the rules will result in removal from the track or pit area
with no refund of entry fee.
C. Tractor may only be entered once per class.
D. All tractors must be in neutral or park while being hooked and unhooked
E. No riders in or on any vehicles while in the pit area or track to include tow vehicles and competing
vehicles. When the pulling vehicles motor is running the driver must be in the driver’s seat, NO
EXCEPTIONS!

